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4¼” Roadway Valve Boxes (Cast Iron)
For valves up to 3”. Installed in the roadway or behind the curb. Available in 
2-piece assemblies that include a top section, lid, and bottom section with 
arched or closed bottoms to cover the operating nut.

5¼” Valve Boxes (Cast Iron, Bison & CIP)
Available in 2-piece configurations (top section, lid, and bottom section) 
for valves up to 10”, or 3-piece configurations (top section, lid, middle/stem 
section, and bottom bell) to cover the entire valve. Available with a wide 
range of tops, bottoms, bells, lids, and adjustment styles. 

Accessories include heavy-duty and locking lids, extensions, stabilizers, 
valve sentinels, and paving risers. Your salesperson can help determine the 
best configuration for your application.

7” Valve Boxes (Cast Iron)
Available in 3-piece (lid, top section, middle or stem, and bottom bell) 
assemblies that cover the entire valve. Two base styles available.

Valve Box Accessories
Available with a wide variety of lid styles, extensions, paving risers, 
stabilizers, valve sentinels, leak detection inserts, and tools.

VALVE BOXES

1” and 1¼” Eclipse-style Curb Boxes (Cast Iron)
Featuring a traditional arched bottom designed to straddle the corporation 
stop or service line. Choose Type A with a brass plug or Type B with a 
two-hole lid (1” only). 12” height adjustment with steel pipe top section. 
Standard bottom fits 1-11/4” curb stops. Optional enlarged base fits up to 2” 
curb stops. Carbon steel or stainless steel rods available. 

2½” & 3” Curb Boxes
Available with New Style, New Style Flush, or Old Style lids. The 2½” size 
(Cast Iron, Bison, or CIP) is offered in screw- or slide-type adjustment; the 
3” size (Cast Iron) is available in screw-type only. Optional enlarged base 
fits up to 2” curb stops. Accessories include repair lids, enlarged bases, 
centering rings, and carbon steel or stainless steel rods.

CURB BOXES

WATER ACCESS SOLUTIONS Explore Bingham & Taylor’s  American‑made cast iron 

and plastic utility access solutions designed to support 

the construction, maintenance, and protection of 

critical water infrastructure.

Material Options for Valve & Curb Boxes Cast Iron: ASTM A48 Class 30 or Class 35 for demanding utility applications. Bison™: Our exclusive thick-walled 
ABS plastic delivers a durable, lightweight solution that weighs up to 80% less than an equivalent cast iron box. Combination Cast Iron + Bison (CIP): Cast 
iron top section and lid paired with a Bison bottom to reduce weight and installation effort without sacrificing performance. 



Heavy-duty cast iron valve boxes engineered for demanding traffic and 
loading conditions. H-20 load rated for strength, stability, and long-term 
field performance, Mark Series valve boxes fit over 8” PVC pipe and can 
serve as an alternative to traditional concrete boxes in select applications.

Mark V: 10” round boxes with a round top, without bottom flange or with a 
triangular top with bottom flange. 

Mark VII: round box with a 10.25” inner diameter and a bottom flange.

Durable solutions for easy access to cleanout points in sewer and drainage 
systems. Available in 4”, 6”, and 8” for sewer and drainage applications. 
Available in all cast iron or combination cast iron rim and lid with standard 
plastic pipe.

Meter Pits
Designed for light-duty and pedestrian traffic applications, our poly meter pits 
are tested to a 20,000 lb proof load and built for long-term performance. The 
white interior improves visibility, while multiple pipe entry locations provide 
installation flexibility. Both styles feature a rigid base to resist settling.  

Injection-Molded Meter Pits combine lightweight construction with a 
ribbed interior design for enhanced strength and stiffness. Available in 18”-
25” diameters and 24”-30” heights with optional 6”-18” extensions. 

Rotational-molded Meter Pits provide durable one-piece construction 
for long-term performance in varying installation conditions. Available in 
15”–36” diameters with optional 3”-12” extensions or a 12” angled extension.

Meter Pit Frames 
Cast iron frames provide strength, load-bearing capacity, and resistance 
to environmental wear. Composite frames are over 3.5x lighter while 
supporting a 20,000 lb. proof load and improving AMI/AMR transmission. 

Meter Pit Lids/Covers
Cast iron lids available in solid, touch-read, or radio-read styles. 
Maverick® composite lids offer a lightweight, non-conductive option for 
improved AMI/AMR transmission, with recessed thru-hole options.

Meter Boxes (MBX)
Available as a complete assembly or as components, our cast iron meter 
boxes are tested to exceed a 53,000 lb. proof load. A deeper cover seat 
area helps prevent dislodged lids. Choose ADA-compliant cast iron or 
Maverick® composite lids in solid or recessed thru-hole styles.

Designed for tracer wire connections and cathodic protection testing, 
these access boxes feature cast iron rims for easy locating, optional 
locating magnets, and flared bottoms that help prevent pullout and 
settling. Available in multiple sizes and configurations to meet a variety of 
installation requirements.

MARK SERIES VALVE BOXES

CLEANOUT BOXES

METER ACCESS SOLUTIONS

TRACER WIRE & CATHODIC PROTECTION TEST BOXES



CHARLOTTEPIPE.COM/INFRASTRUCTURE SALES@BANDT-US.COM(540) 825-8334

We proudly manufacture 

100% of our products in the 

USA—supporting domestic 

jobs, reliable supply chains, 

and federal compliance.

For over a century, Charlotte Pipe and Foundry has been a 

trusted, steadfast name, crafting the foundation of homes and 

buildings. Our commitment to meeting the expectations of our 

customers, associates and owners is supported by our ironclad 

conviction of making things right, every time. 

We bring the wisdom of a 125-year legacy and the grit of a 

modernpowerhouse to projects, and now, our reputation extends 

beyond the building to the core of our communities through our 

infrastructure division. Our Bingham & Taylor product line is 

the most diverse in the industry, providing reliable cast iron and 

plastic products.
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Security & Tamper Protection: Prevents 
unauthorized access and shut-offs with a 
patented two-piece lock-out system. Use 
your own lock for easy lock-out/tag-out.

Durable & Customizable: Made from 
carbon steel with color-coded plates 
(yellow, blue, red). Fits valve boxes from 
3⅞” to 12¾”.

Critical Support & Alignment: Stabilizers 
keep the valve box centered over the 
operating nut while minimizing shifting and 
settling over time.

Protective Design: Helps prevent backfill 
intrusion and protects epoxy-coated 
valves from damage supporting long-term 
performance.

Insert & Lid Assembly: Drop-in insert 
with sensor-ready lid for valve boxes, 
delivering clear signal transmission 
while providing a protective housing for 
antennas and leak detection sensors.

Cast Iron Lid with Thru-Hole: Provides 
direct signal transmission for leak 
detection sensors, ensuring strong, 
reliable communication and accurate 
system monitoring.

Lid Lifter: Durable, lightweight, and 
engineered for maximum leverage —
removes even the heaviest utility lids with 
ease. Designed to reduce worker strain and 
injury risk. 

Pentabolt Hand Tool: Unlocks AWWA 
#1 and  #2 pentabolts. Doubles as a pry 
bar for clearing debris and lifting lids. 
Compact, durable, and ergonomic for 
comfortable, all-day use.

VALVE SENTINELS STABILIZERS

LEAK DETECTION TOOLS


